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Environmental Protection Agency § 63.9345 

§ 63.9330 How do I demonstrate initial 
compliance with the emission limi-
tation? 

(a) You must demonstrate initial 
compliance with the emission limita-
tion that applies to you according to 
Table 3 to this subpart. 

(b) You must submit the Notification 
of Compliance Status containing re-
sults of the initial compliance dem-
onstration according to the require-
ments in § 63.9345(c). 

CONTINUOUS COMPLIANCE REQUIREMENTS 

§ 63.9335 How do I monitor and collect 
data to demonstrate continuous 
compliance? 

(a) Except for monitor malfunctions, 
associated repairs, and required quality 
assurance or quality control activities 
(including, as applicable, calibration 
drift checks and required zero and 
high-level adjustments of the moni-
toring system), you must conduct all 
monitoring in continuous operation at 
all times the engine test cell/stand is 
operating. 

(b) Do not use data recorded during 
monitor malfunctions, associated re-
pairs, and required quality assurance 
or quality control activities for meet-
ing the requirements of this subpart, 
including data averages and calcula-
tions. You must use all the data col-
lected during all other periods in as-
sessing the performance of the emis-
sion control device or in assessing 
emissions from the new or recon-
structed affected source. 

§ 63.9340 How do I demonstrate con-
tinuous compliance with the emis-
sion limitations? 

(a) You must demonstrate contin-
uous compliance with the emission 
limitation in Table 1 to this subpart 
that applies to you according to meth-
ods specified in Table 5 to this subpart. 

(b) You must report each instance in 
paragraphs (b)(1) and (2) of this section. 
These instances are deviations from 
the emission limitation in this subpart 
and must be reported according to the 
requirements in § 63.9350. 

(1) You must report each instance in 
which you did not meet the emission 
limitation that applies to you. 

(2) You must report each instance in 
which you did not meet the require-
ments in Table 7 to this subpart that 
apply to you. 

(c) Startups, shutdowns, and malfunc-
tions. (1) Consistent with §§ 63.6(e) and 
63.7(e)(1), deviations that occur during 
a period of SSM of control devices and 
associated monitoring equipment are 
not violations if you demonstrate to 
the Administrator’s satisfaction that 
you were operating in accordance with 
§ 63.6(e)(1). 

(2) The Administrator will determine 
whether deviations that occur during a 
period of SSM of control devices and 
associated monitoring equipment are 
violations, according to the provisions 
in § 63.6(e). 

[68 FR 28785, May 27, 2003, as amended at 71 
FR 20470, Apr. 20, 2006] 

NOTIFICATIONS, REPORTS, AND RECORDS 

§ 63.9345 What notifications must I 
submit and when? 

(a) You must submit all of the notifi-
cations in §§ 63.8(e), 63.8(f)(4) and (6), 
and 63.9(b), (g)(1), (g)(2) and (h) that 
apply to you by the dates specified. 

(b) If you own or operate a new or re-
constructed test cell/stand used for 
testing internal combustion engines, 
you are required to submit an Initial 
Notification as specified in paragraphs 
(b)(1) through (3) of this section. 

(1) As specified in § 63.9(b)(2), if you 
start up your new or reconstructed af-
fected source before the effective date 
of this subpart, you must submit an 
Initial Notification not later than 120 
calendar days after May 27, 2003. 

(2) As specified in § 63.9(b), if you 
start up your new or reconstructed af-
fected source on or after the effective 
date of this subpart, you must submit 
an Initial Notification not later than 
120 calendar days after you become 
subject to this subpart. 

(3) If you are required to submit an 
Initial Notification but are otherwise 
not affected by the requirements of 
this subpart, in accordance with 
§ 63.9290(c), your notification should in-
clude the information in § 63.9(b)(2)(i) 
through (v) and a statement that your 
new or reconstructed engine test cell/ 
stand has no additional requirements 
and explain the basis of the exclusion 
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(for example, that the test cell/stand is 
used exclusively for testing internal 
combustion engines with rated power 
of less than 25 hp (19 kW)). 

(c) If you are required to comply with 
the emission limitations in Table 1 to 
this subpart, you must submit a Notifi-
cation of Compliance Status according 
to § 63.9(h)(2)(ii). For each initial com-
pliance demonstration with the emis-
sion limitation, you must submit the 
Notification of Compliance Status be-
fore the close of business on the 30th 
calendar day following the completion 
of the initial compliance demonstra-
tion. 

(d) You must submit a notification of 
initial performance evaluation of your 
CEMS or performance testing of your 
control device at least 60 calendar days 
before the performance testing/evalua-
tion is scheduled to begin as required 
in § 63.8(e)(2). 

§ 63.9350 What reports must I submit 
and when? 

(a) If you own or operate a new or re-
constructed affected source that must 
meet the emission limitation, you 
must submit a semiannual compliance 
report according to Table 6 to this sub-
part by the applicable dates specified 
in paragraphs (a)(1) through (6) of this 
section, unless the Administrator has 
approved a different schedule. 

(1) The first semiannual compliance 
report must cover the period beginning 
on the compliance date specified in 
§ 63.9295 and ending on June 30 or De-
cember 31, whichever date is the first 
date following the end of the first cal-
endar half after the compliance date 
specified in § 63.9295. 

(2) The first semiannual compliance 
report must be postmarked or delivered 
no later than July 31 or January 31, 
whichever date follows the end of the 
first calendar half after the compliance 
date that is specified in § 63.9295. 

(3) Each subsequent semiannual com-
pliance report must cover the semi-
annual reporting period from January 1 
through June 30 or the semiannual re-
porting period from July 1 through De-
cember 31. 

(4) Each subsequent semiannual com-
pliance report must be postmarked or 
delivered no later than July 31 or Janu-
ary 31, whichever date is the first date 

following the end of the semiannual re-
porting period. 

(5) For each new or reconstructed en-
gine test cell/stand that is subject to 
permitting regulations pursuant to 40 
CFR part 70 or 71, and if the permitting 
authority has established the date for 
submitting semiannual reports pursu-
ant to 40 CFR 70.6(a)(3)(iii)(A) or 40 
CFR 71.6(a)(3)(iii)(A), you may submit 
the first and subsequent compliance re-
ports according to the dates the per-
mitting authority has established in-
stead of according to the dates in para-
graphs (a)(1) through (4) of this section. 

(6) If you had an SSM of a control de-
vice or associated monitoring equip-
ment during the reporting period and 
you took actions consistent with your 
SSMP, the compliance report must in-
clude the information in paragraphs 
§ 63.10(d)(5)(i). 

(b) If there is no deviation from the 
applicable emission limitation and the 
CEMS or CPMS was not out-of-control, 
according to § 63.8(c)(7), the semiannual 
compliance report must contain the in-
formation described in paragraphs 
(b)(1) through (4) of this section. 

(1) Company name and address. 
(2) Statement by a responsible offi-

cial, with that official’s name, title, 
and signature, certifying the truth, ac-
curacy, and completeness of the con-
tent of the report. 

(3) Date of report and beginning and 
ending dates of the reporting period. 

(4) A statement that no deviation 
from the emission limit occurred dur-
ing the reporting period and that no 
CEMS or CPMS was out-of-control, ac-
cording to § 63.8(c)(7). 

(c) For each deviation from an emis-
sion limit, the semiannual compliance 
report must include the information in 
paragraphs (b)(1) through (3) of this 
section and the information included in 
paragraphs (c)(1) through (4) of this 
section. 

(1) The date and time that each devi-
ation started and stopped. 

(2) The total operating time of each 
new or reconstructed engine test cell/ 
stand during the reporting period. 

(3) A summary of the total duration 
of the deviation during the reporting 
period (recorded in 4-hour periods), and 
the total duration as a percent of the 
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